RUBBER SHEATHED FLEXIBLE CORDS

I

HPN-R/HPN

Rubber Insulated and Jacketed Heater Cord
Rating:  105°C R ated temperature: 105°C C
Voltage : 300V Rated volatage: 300V

Standard : UL62-R Reference standard: UL62
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NO. of Conductor In:.;ulation Sheath Qverall Max Conductgr
Type EENEED ool e CenEEan thickness thickness diameter resistance at 20°C
(mm?2) (No./mm) (mm) (mm) (mm) Q/km
18 48/0.15 1.14 3.45+ 0.05x 6.95+ 0.1 224
HPN-R 2 16 42/0.20 1.14 3.75+ 0.05x 7.55+ 0.1 14.1
14 66/0.20 1.52 4.8+ 0.05x 9.6+ 0.1 8.88
18 48/0.15 1.14 3.45+ 0.05x 6.95+ 0.1 224
2 16 42/0.20 1.14 3.75+ 0.05x 7.55+ 0.1 14.1
14 66/0.20 1.52 4.8+ 0.05x 9.6+ 0.1 8.88
HPN 18 48/0.15 1.14 0.38 3.7+ 0.05x 9.5+ 0.1 224
3 16 42/0.20 1.14 0.38 4.0+ 0.05x 10.3+ 0.1 14.1

14 66/0.20 1.52 0.38 4.8+ 0.05x 12.0+ 0.1 8.88
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